ﬂsm-: DATA | hAYA™ )

OWNER: SALTWATER WOODWORKING, INC. 1. CURBING, CROSSTIES, UTILITY POLES, ETC. CAN BE USED AS WHEEL STOPS IF ANCHORED DOWN. — “
200 3. 4th STREET GENERAL_NOTES: - ' =
CAROLINA. BEACH, NC 28428 8L, F g
Email: saltwaterwoodworking@gmall.com 1. Ali pavement markings in public rights—of—way and for driveways area to be FILLED EXPANSION JOINT FILLED EXPANSION JOINT §§ 6 -Z g
SITE ADDRESS: 119 BRYAN ROAD 1 be L 8 b 5 °
NHG PIN:  ROB500—006—004—000 hermoplastic and meet City end/or NCDOT standards. 30’ N Ry i :
TOTALL TRACT AREA: (.45 ACRES 2. All signs and pavement merkings in aregs open to public traffic are to meet MUTCD E g ) > B
ZONING: IND—INDUSTRIAL DISTRICT . - ANl _ o o e
PROPOSED USE: LIGHT INDUSTRIAL USE, NOT WOODWORKING {manual for Uniform Traffic Control Devices) standards. A A s . f’ l " Bj - ﬁ% , g/ : e
CAMA LAND USE: URBAN 3. Al traffic control signs and markings off the right—of—way are to be maintained ? S T 1 f S5 E ?ﬁ,, I~ g g % g -
FLOOD DATA: ZONE X, FIRM 3720/3115 J, EFFECTIVE 6/02/2006 by the property owner In accordance with MUTCD standards. } 4 7 § /< € §§ ’ i o#g e
R V‘ 3 o ki - Fd a?- 8'":5
gngiggsgpAcs OR RECREATIONAL AREAS PROVIDED _ 4. All parking stall markings and lane arrows within the parking areas shall be white. T b 5 i 25 J/” z Hak 5 S§ é%k h
. A - - Iy o ; e g &« =P
FRONT 50 FEET 5. A utllity cut permit Is requlred for each open cut of g City street. Note this on the CONTROL JOINT g [ 2 - % iiﬁ
A R Wy » 3 - wan *
SE}ERZS ffég“]? (WHEN ABUTTING RESIDENTIAL USE) plan and contact 341-5888 for more details, In certain cases an entire resurfacing ' ' g §§ L\ ¥ % & \ .
| % . 1

SOLID WASTE DISPOSAL: ROLL—OUT TRASH CANS WILL BE KEPT of the area being open cut may be required FILLED EXPANSION JOINT gg 3 o _

INSIDE THE OPEN AIR CENTER BUILDING. 6. Any broken or missing sidewalk panels, driveway panels and curbing wil be replaced. SCORE g; g z - -

. 7. A landscaping plan indicating the location of required street t holl be submitted to the City of H 8 g R

PARKING REQUIREMENTS/CALCULATIONS: INDUSTRIAL ) ping plan Indleating the location of required street trees snall be submitted to the City o ;\ . / . 1 ST

(square footage is based upon building areq) Wilmington Traffic Engineering Division and Parks and Recrection Department for review and ] I *%“a rod ] % = g y = % %W o g_.

» 5 -~ % % 1 . n g - ]

MAXIMUM 1 SPACE PER 1,000 sf = 5,987 sf/ 1,000 sf = 59 = & SPACES approval prior to the recording of the final plat. . 1 } 174 g M EE ig 3 = z ' P g g . e

MINIMUM 1 SPACE PER 1,500 sf = 5,987 sf/ 1,500 sf = 3.9 = 4 SPACES 5 o : . . . ¢ 4" < O / e S~ E | ? e 8 g | g = X al

PROPOSED PARKING: 4 SPACES . Contact Traffic Engineering at 3417888 fourty—eight hours prior to any excovation i § gé A < 8y g 2 g’ \ s /

4 : 3 3 = P & - an Ey & - -

EXISTING WATER: — 410 GPD \_ in the right of way. ) *-’ l——3/ 27 21 #0p e i 3 1, 82 g

EXISTING SEWER: — O GPD ( | &4 . £y N % § A :

PRCPOSED WATER: 820 GPD (PROPOSED 2 X 410 < N # < K = h = : 2 sE R2 .

SECTION A~ ¢ - = Y E b

PROPOSED SEWER: 480 GPD (PROPOSED 2 X 240) | PARKING DIMENSIONS (TYPICAL) oA SECTION B8 L i O % S

15 b S -2

BUILDING DETAILS: . : T 51> : +—7 e i
OF BUILDINGS: 2 . NOTES: 1. JOINT MATERIAL TO COMPLY WITH CURRENT NCODOT STANDARDS. FE 1 » g%E : £g
OF STORIES, 1 ISLAND ISLAND 8% 1 .2 4] : 4

: , 2. SANITARY SEWER CLEAN~OUTS, WATER METERS, MANHOLES, AND VALVE LIDS TO SE P N B . e

UILDING HEIGHT (proposed): 16 LOCATED OUTSIDE SIDEWALK WHERE FEASIBLE. 2 & \ 4 B ;3 T

1ST FLOOR: 3,960 SF A o5 2 S £ s

BUILDING SETBACKS ((?roposed): o . . 3. MINIMUM SIDEWALK WiIDTH TO BE B MINIMUM IF PLACED AT BACK OF CURB. ég 3 \ g }:3 5 §§ noE

. * g 0 e - .

PRONT SETBACK: S0. — ' 4. CONCRETE FOR ALL SIDEWALKS (EXCEPT ANY PORTION CONTAIN WITHIN A DRIVEWAY R A - 0 ] NN 3 —

REAR SETBACK: 9.9 . - APRON) SHALL BE CLASS "A" - 3,000 PSI. L g o NN 8 ey

WEST SIDE SETBACK: 26.3° . . & 5. MINIMUM REPLACEMENT FOR REPAIRS IS A §' X 5 PANEL RS B e N\ | JF 8 o . EH

EAST SIDE SETBACK: n/q; Existing Building on East side N H l - 83 \\ f//(' a3 R A

\ INTERNATIONAL BUILDING CODE TYPE |, PER PLANS 6. 4" STONE BASE MAY BE REQUIRED FOR POOR SOIL CONDITIONS 2 \m @ A |y 77 o 4 8%
m o == £ in
/ . 7. MINIMUM DEPTH FOR TUNNELING BELOW SIDEWALK 1S 12" \ - 2855 / i; ! g ﬁ_\[ b - g
-8 ) (. w & l W
[ IMPERVIOUSE CALCULATIONS \ 8. MAX ADJACENT GROUND SLOPE. WITHOUT RAILING IS 2141 \ &;m— -—f ‘i 2 E’ / ] \;2 i ;53 ; Z " i ;
ISLAND 8. MIN GRADE FOR PROPER DRAINAGE IS 155 IN AT LEAST 1 DIRECTION. MAX CROSS %H_.. L S 29° / B R R ¢

EXISTING IMPERVICUS SLOPE 1S 2%, MAX LONGITUDINAL SLOPE IS 8.3%, 10% IF UMITED BY EXISTING e * S AN w.;‘:/.ﬁﬂ
BUILDING: 2,027 SF COMDITIONS, OR NO ORFATER THAN g . ﬂg
CONCRETE: 430 SF THE SLOPE OF THE EXISTING ADJACENT ROAD. \ / ] s
TOTAL: 2,457 SF N ‘ N\F ARTHUR LEA I .

PROPOSED ONSITE ' ' BK 2886 PG 715 STANDARD DETAIL _ STANDARD DETAIL STANDARD DETAIL orvo ,
BUILDING: = 3,960 SF ZONED IND—INDUSTRIAL DISTRICT DATE: OCTORER, 2010 GTON oATE Fob e 2007 1T MIKGTON e T M MIKGTO
Wake 0 s 0 S CLASS—INDUSTRIAL —— S i catotiun : COMMERCIAL DRIVEWAY | o PG Lo TR COMMERCIAL DRIVEWAY =
TOTAL: 5,126 SF / DEC SIDEWALK glc?’sgi %ﬂl)NGmN ENGINEERING DRAVNEY R PLAN gg‘fagi !.'rg?gmmom ENGINEERING | DRAWNBY BR o SECTIONS ggrec{)}; xgg?gmcmm ENGINEERING

—_ I : HECKRD: + WLMNCTON N.C. 28402 CHECKEDBY DBC,PE WILMINGTON N.C. 28402 CHECKEDBY DSC, PE WILMINGTON N.C. 28402

PROPOSED OFFSITE e EP \ SCALE  NOTTO : (910) 341-780 SD3.10 _ (V ERTICAL CUR.B) (910) 3417807 (V ERTICAL CURB) {910} 3417807
DRIVE (CONG.: ~ 778 SF - ms e e / TREE ——NOTTOSCALR : - || scaLe __ worToscais 10f?2 SD 3.03.3 SCALE __NOTTOSCALE 2 0f2 SD 3-03.4
WALKS: 982 SF S - PROTECTION I —
TOTAL: 1,760 SF Z N\FB?(AhgggnggoédsF;ANY
TOTAL ALl 8,343 SF - Pl Sy —  ZONED IND—INDUSTRIAL DISTRICT ?ggE:CRE?!CAL ROOT ZONE (CRZ) OF A T:’%EEV CROWN OF THE TREE IS NEEDED FOR LEAF MRABLE A5 D‘Rgcggx’&\‘" THE ENGINEER ,  PLASTIC OR
iig¥ égf\zléR ;&?72335: ST AR —_———= e — ' % VACANT & UTILITY STATION IS WHERE THE MAJORITY OF A TREE'S ROOTS GROWTH TC PRODUCE OXYGEN, FILTER : WARNING SIGN A e WIRE TES

\ : % ) LAY. 85% OF MOST TREE ROOTS ARE FOUND THE AIR, REDUCE WIND AND SOFTEN NOISE. N o MW e W e T
IN THE TOP 24" OF THE SOIL AND SUPPLY DO NOT DISFIGURE CROWN WiTH Ll L U TREE PROTECTION AREA LIl J

THE MAJORITY OF NUTRIENTS AND WATER, INTENSIVE PRUNING.

CENERALLY, ROOTS SPREAD OUT 2--3X THE

| DO NOT ENTER e e
OO s srotecTons sama a1

\ T T T T T T e . ww — ) 4 HEIGHT OF THE TREE.
T e—— - GRADE
N\F RODNEY
MINTZ
BK 3055
PG 375 ORANGE, UV RESISTANT
_ - HIGH - TENSILE STRENGTH =
ZONED IND—INDUSTRIAL DISTRICT _STEEL POST FOLY BARRICADE FABRIC (TYPICAL)
CLASS—RESIDENTIAL
=_— —.FDC LOCATION N\F SAMUEL aa— ERONT ViEwW
) SFRS%POSED Ty o BSKEVZE;E ' 1 MV%R;:\E%EWSV RESISTANT
- ¥ , L STA
EWaLk X2 ] SRcs e o e B
N 7 {TYPICAL) *CI, POLY BARRICADE FABRIC (TYPiCAL)
e s e ki
PROTECTION R 4. 3 %
ZONED IND—INDUSTRIAL DISTRICT e 40" -
CLASS—RESIDENTIAL e <
Tt T 4 e . .
BOARD OF ADJUSTMENT CASE NUMBER FOR &' Max ~ TREE FROTECTION AREA t
APPROVED BUFFER REQUIREMENT VARIANCE = BADV-3-1214. ZONA PROTECTORA PARA ‘T’
_ NOTES: 1l LOS ARBOLES
| ggfgo?gﬁggoRgi};é&&iw OF 10.8 FEET FROM THE 1. PROTECT CRITICAL ROOT ZONE {CR7) OF TREFS PRIOR TO CONSTRUCTION. CLEARLY PROHIBIDO_ENTRAR | Y
' . WMARK THE TREES AMD £RECT A PROTECTIVE BARRIER AT THE CRZ. BARRIER SIDE VIEW
MAINTAINED UNTIL CONSTRUCTION 1S COMPLETE, . e Nl | 3N
< | PR 00 qoce” i SHALL BE MAIN UNTIL € ¥ WARNING SIGN DETAIL
PROTECTIO ) - 2.CRZ RADIUS 5 1t FT PER INCH OF TREE DIAMETER AT BREAST HEiGHT {DBH).
>/\<.\.. N % 3. IF_CONSTRUCTION OCCURS WITHIN THE CRZ, AT LEAST 12" OF MULCH AND/OR NOTES:
LOCGING MATTS SHALL BE_PLACED WHERE MACHINERY MANEUVERS T0O REDUCE SOiL
h i 4 (?Hhéipécrsu%%ﬁ%;sng TS PASS WITHIN CRZ, EXTRA CARE SHALL BE TAKEN " mgu}’i?f%rf oF ETCJEO%RE)EE%%’}%%?:QU? APPROVAL FROH URBAN FORESTRY
N 2 Z, ’ £ R UT Al AL FROM URBAN FORESTRY STAFF.
TG AVOID DAMAGE TO THE ROOTS. ALTERNATE CONSTRUCTION METHODS, SUC 2. i £ :
REINFORCED SIDEWALK, SHALL BE IMPLEMENTED AS NECESSARY(E HAS A 2 wgé\ﬁ?? iﬁé‘SSM'ZglMBUEM M?;?EAS; D;Li}?‘?gtg A‘;%A‘{g;’:f;i:‘z?ag T}?Tfiﬁ_lélg LETIERS 70
— 5. FOR ALL TREES, CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE 3. SIGNS SHALL BE PLACED AT 50° MAXIMUM INTERVALS. PLACE A SIGN AT EACH
- OF THE TRUNK iS PROHIBITED, DO NOT COMPACT SONL BENEATH TREES. NO ‘ - AR WA .
- VEHICLE SHALL BE ALLOWED TO SARK UNDER TREES. NO MATERIALS OR END OF LINEAR TREE PROTECTION AND 50' ON CENTER THEREAFTER. FOR TREE
e _ For each open utility cut of EQUIPMENT SMALL BE STORED BENEATH TREES. DAMAGING THE BARK WITH PROTECTION AREAS LESS THAN 100" IN PERIMETER, PROVIDE NO LESS
3 > —— SERVICE > . . E’g’ﬁggg’%ﬁs'Sﬁg;"f?é"ﬂ’{m E}QAU’PMENT' OR ANYTHING ELSE IS PROHIBITED. ' 4 ,«ﬁ-i'éﬁ é‘i%?\lsSIS?gugEEY [?T?)GTFE‘(;!T(‘:%NP?J%%% AND FABRIC. MANTAIN TREE
356 PROPOSED 357y N 36.1 City streets, a $325 permit 6. FAILING 10 INSTALL OR MAINTAI PROVECTION WEASURES SHALL RESULT IN A STOP PROTECTION FENCE AND SIGNS THROUGHOUT DURATION OF PROJECT.
5 SIDEWALK NN 35.9 70.0° = hall b ired f th WORK ORDER AND FINE OF TURBANGE. OTHER ‘ > S. TREE PROTECTION FENCING AND SIGNAGE SHALL BE REMOVED AFTER CONSTRUCTION.
20'X70 I > sha e reqUIre om e F $500/DAY, DISTURBANCE QTHER THAN THAT ALLOWED 6. ADDITIONAL SIGNS MAY BE REQUIRED BY CITY OF g g .
o 20° . —— SIDEWALK CAN BE CONSTRUCTED CLOSER TO TREES IF City orior t ON THE APPROVED PLAN ¥iLL REQUIRE OWNER TO POST A LETTER OF CREDIT FOR YLD coNDIIoNS. IRED BY CITY OF WILMINGTON, BASED ON ACTUAL
REE TABLE ——— “__.- . B 60° PUBLIC R\ ~— FORMS ARE HAND DUG OR CONSTRUCTED N A MANNER ity prior 1o occupancy 3 YRS FOR TREE MITIGATION, NS,
SEEE IADEE T — = “" ) . | and/or project acceptance. T STANDARD DETAIL o - —
1=19"PINE : T — RYAN ROAD ~ 36.4 26.4 THAT DOES NOT DAMAGE THE ROOTS, DATE:  JAN, 2015 ‘{I’ﬁ& DATE:  JAN, 2045 SRR @;}MSN
2—15:PENE _ - 36 - 10.0' Minifpum Clear Zone . Wil i TREE PROTECTION ’ ORI E AT oA AN 20 ST NORTIT AT OLIRA
2:13»2?% W 3y __EJ —_ W e W = ~ T - 20°X70 Approved ConStrUCtlon Plan DRAWNEY ISR "DURING ‘ ggvsgr-\fg;ggwmw ENGINEERING DRAWN I3Y JSR TREE;{I}%EEJ:CC} TION CITY OF WILMINGTON ENGINEERIN(‘;
d . - T B EXiSﬁn T w g — st Name Date CHECKED BY  RDG,P.E. . WL )‘( 0 TBADS CLUBCRED Y RIMI PXE PO BOX 180 .
S BOAK DTy T XN 8 Watef Linem W — e - : S CONSTRUCTION e e AR CONSTRUCTION NGTON N 26402
7—48"OAK .- _T e T — Planning Y\l[)&?é’, Mhn('ﬁn ) l?l%hg SCALD _ HOTIOSCNE SHEET 1 of 2 [ SD 15-09 SOALE __NOLTOSCALE SHEET 2 of 2 SD 15-09
8-19"PINE ———— e — T S ——— ' A ' -
Braga |0 eee—————— T N e e TS e e - 34 —_— / ;—28‘——{?
9—24"PINE ——— e e - Traffic &W\—) /
10-12"0AK e T T T T =TT e _ 7
11—19"PINE NOTES: ——— T T T T T = : — i ( 77/%/1—-—-’ Wyl 4 .
12—-12"HARDWOOD . T~ T S I T T B Fire Ll sl L= v 4 ~
13~18"PINE 1. ALL PROPOSED VEGETATION WITHIN SIGHT TRIANGLES SHALL NOT — B 4 4 STONE PARKING DETAIL
-1, Sna NOT TO SCALE.
JaTioont INTERFERE WITH CLEAR VISUAL SIGHT LINES FROM 30"-10". (Sec. 18-566 CofW LDC)
16—15"PINE 2. TREE PROTECTION/REMOVAL PERMIT IS REQUIRED. PERMIT MUST BE OBTAINED L ) 1" DIA ROD ANCHOR
35‘13@?3’5 AND MEET CITY OF WILMINGTON REQUIRMENTS. oRaY Y OF PRI L e 6" STONE e e f1-—6" TIMBER BORDER & WHEEL STOP
19-12PINE 3. INDUSTRIAL USES WILL BE LIMITED TO THOSE THAT DO NOT HANDLE GOODS IN QUANTITY, — DR NEAREST FIRE HYDRANT LOCATED 75 ( ;TON ¢.~v?ﬁ;§§§%€v S c’@""" }
20~17 'PINE USES THAT HANDLE GOODS IN QUANTITY WILL REQUIRE A MINIMUM OF ONE OFF—STREET T ON THE EAST SIDE OF CONCRETE DRIVE AT ww e, Vl‘t}p?"' ¢'6‘ "l "&I X :
21-13"HARDWOOD ON THE EAST § NORTH CAROLINA W CARpY \ - ?
S e LOADING SPACE AS PER SECTION 18-527. ERE & LIFE SAFETY NOTES: DE OF 116 BRYAN ROAD. \\\\\Q Q_«\\'\___,;s_,..q 4 %, : “ |
23-12"HARDWOOD Public Servicess Engineering Division AL A
NOTES: 1. CONTRACTOR SHALL MAINTAIN AN ALL~WEATHER ACCESS FOR APPROVED DRAINAGE PLAN : : \ y
LEGEND EMERGENCY VEHICLES AT ALL TIMES DURING CONSTRUCTION,
SRR | 1, FDC LOCATION IS TO BE RECOMMENDED AND APPROVED BY THE FIRE MARSHAL. 9/
ELP. = EXISTING IRON PIPE OWNER DOES NOT HAVE A PREFERRED LOCATION FOR FDC. 2. NEW HYDRANTS MUST BE BROUGHT "‘”}% iiR“CE PR‘?; T0 Date: |1 /29/2018__ Permit #.2018052 ("SITE PLAN — N (Bt \
El = EXISTING IRON 2. BUILDING WILL BE LIGHT UNDUSTRIAL USE (not woodworking). e £ JOB SITE. 12-01-17
ECM. = EXISTING CONCRETE MONUMENT 3\ o o o o DING T GODE 3. HYDRANT MUST BE WITHIN 150" OF THE FDC. Signed: _Z.;g// for_ RAC SALTWATER PROPERTIES LLC Seaie
R\W = RIGHT OF WAY ’ ) ' '
C\P - compunzav;aom 4. A WATER FLOW ANALYSIS WILL BE REQUIRED TO DETERMINE THE (MEASURED AS THE TRUCK DRIVES FOR PRECATICAL USE) 1= 20
9 = SMALL TREE CORRECT WATER MAIN SIZE TO MEET FIRE FLOW REQUIREMENTS. 4. LANDSCAPING OR PARKING CANNOT BLOCK OR IMPEDE THE \___CITY OF WILMINGTON NEW HANOVER COUNTY, NORTH CAROLINA ] | Drawn:
D WARF EVERGREENS FDC OR FIRE HYDRANTS. A 3—FOOT CLEAR SPACE SHALL BE ) ' WNP
NOTES MAINTAINED AROUND THE CIRCUMFERENCE OF THE HYDRANT AND FDC. 4 ) 3 ( OWNER:  SALTWATER WOODWOR \ Foms
PROPERTY LiNE s AREA COMPUTED BY COORDINATE METHOD 5. IN ADDITION TO THE STANDARD COMMENTS, ADDITIONAL FIRE PROTECTION ' wo KING, INC. JLW
BUILDING SETBACK ‘ : AND ACCESSIBILITY REQUIREMENTS MAY BE REQUIRED DUE TO ANY 4 CITY COMMENTS 11-07-2018 200 S. 4th STREET | Torep o
2. ALL DISTANCES ARE HORIZONTAL, NC GRID NORTH SPECIAL CIRCUMSTANCES CONCERNING THE PROJECT. o 10 . "o 3 CITY COMMENTS 08—28-2018 SQROLENA BEACH, NC 28428 12957 —site
L )
CENTERLNE 3. FOR REFERENCE SEE AS NOTED 6. PRIVATE UNDERGROUND FIRE LINES REQUIRE A SEPERATE UNDERGROUND FIRE LINE 12 i:ﬂt%”fﬁf;:i;;zﬁ% EH;;‘&E’WPQSS:;’?N::ANGES 03~14-2018 7S
EASEMENT 4. SURVEYED DECEMBER 2015, TOPOGRAPHIC INFORMATION ADDED APRIL 2017 PERMIT FROM THE WILMINGTON FIRE & LIFE SAFETY DIVISION 910-343-0696. E Py ESONS [Etemat) HANOVER DESIGN SERVICES, P.A ) et O
___________ ” id SCALE IN FEET . . DATE ; A
5. ELEVATION BASED ON NAVD 1988 (HDS GPS) 7. ALL ISOLATION VALVES WITHIN THE "HOT BOX" SHALL BE ELECTRICALLY SUPERVISED. oo 20 ~ ES LAND SURVEYORS, ENGINEERS & LAND PLANNERS =™ 1
COMPUTED PROPERTY LINE PLEASE WORK CLOSELY WITH YOUR FIRE SPRINKLER AND ALARM INSTALLER IN REGARDS Bkl 2 A e, T D e T A e o e~ ) 1123 FLORAL PARKIAY
TO RUNNING WIRE FOR TAMPER SWiTCH. | ked vion e arina sgncire 50 gl 343 of the Suveer o Endinest sl B0 Sonord 15 50 vl and e copen | )L s PHONE: (810) 5438002 LICENSE No. . C=0597 o 2
o e—

Preliminary Plan




/LANDSCAPING DATA \

STREETYARD CALCULATION

MAXIMUM WIDTH: 37.5'

MINIMUM WIDTH: 12.5

PROVIDED STREET YARD (sf): 2,009 sf
STREET YARD MINIMUM STANDARD: FOR EVERY 600 SQUARE FEET OF
STREET YARD AREA, THE STREET YARD SHALL CONTAIN:

a. ONE (1) CANOPY TREE AS SPECIFIED IN SECTION 18—448, OR

b. THREE (3) STANDARD UNDERSTORY TREES WHERE OVERHEAD POWER

LINES PRORIBIT CANOPY TREES IN THE STREET YARD.

c. SIX (6) SHRUBS, TWELVE (12) INCHES IN HEIGHT AT PLANTING.
PROVIDED STREET YARD (sf)/ MINIMUM STANDARD:

=2009 sf/ 600 sf= 3.3 CANOPY TREES = 4 CANOPY TREES REQUIRED

= 3 EXISTING TREES (T7,714,722), 1 ADDITIONAL CANOPY TREES PROVIDED

=2009 sf/ 600 sf X 6= 21 SHRUBS REQ. = 21 SHRUBS PROVIDED
STREET YARD COVERED BY IMPERVIOUS AREA:

MAXIMUM: NO MORE THAN 15%, 2009 sf x 0.15= 302 sf

PROPOSED: 63 sf OF IMPERVIOUS INSIDE STREET YARD

PARKING AREA INTERICR:
CANOPY COVERAGE NOT REQUIRED BECAUSE LESS THAN 5 PARKING SPACES

FOUNDATION PLANTINGS:

99’ x 16'(height) x 12%= 191 sf REQUIRED
FOUNDATION AREA PROVIDED= 200 sf

/

LANDSCAPING NOTES:
1. ALL PLANTINGS SHALL BE CURBED OR OTHERWISE PHYSICALLY PROTECTED SUCH

{SLAND i ISLAND
AS BY WHEEL STOPS. IF CURBING IS USED, HOWEVER, CURB OPENINGS SHALL BE INSTALLED

TO ALLOW PASSAGE OF STORMWATER INTO LANDSCAPED AREAS DESIGNED WiTH. DEPRESSED

R=3.0'
CONTOURS FOR INFILTRATION. (Sec. 18~481({f)) 24 0 {'--"-18.0'—
2. PRIOR TO ANY CLEARING, GRADING, OR CONSTRUCTION ACTIVITY, TREE PROTECTION FENCING g
WILL BE INSTALLED AROUND PROTECTED TREES OR GROVES OF TREES. NO CONSTRUCTION

3. HVAC SYSTEM TO -BE NON—VISIBLE FROM ADJACENT RESIDENTIAL USES.

4. ALL LANDSCAPED AREAS ARE TO BE BORDERED WITH 6" TIMBER BARRIERS,
6” TIMBER BARRIERES MUST BE ANCHORED DOWN.

WORKERS, TOOLS, MATERIALS, OR VEHICLES ARE PERMITTED WITHIN THE TREE PROTECTION FENCING.
‘ ISLAND

(

NOTES: A /S!TE DATA

1.
GENERAL NOTES:

. All signs and pavement markings in areas dpen to public trafflc are to meet MUTCD

CURBING, CROSSTIES, UTILITY POLES, ETC. CAN BE USED AS WHEEL STOPS IF ANCHORED DOWN.

All pavement markings in public rights—of—way and for driveways area to be
thermoplastic and meet City and/or NCDOT standards.

{manual for Uniform Trafflc Control Devices) standards.

All troffic control signs and markings off the right—of—way are to be maintained
by the property owner In cccordance with MUTCD standards.

Alt parking stall morkings and lane arrows within the parking areas shall be white.

A utlity cut permit Is required for each open cut of o City street. Note this on the
pian and contact 341-5888 for more details. In certain cases an entire resurfacing
of the area being open cut may be required.

Any broken or missing sidewalk panels, driveway panels and curbing will be replaced.

A landscaping plan Indlcating the location of required street trees shall be submitted to the City of
Wilmington Trafflc Engineering Division and Parks and Recreation Department for review and
approval prior to the recording of the final plat.

Contact Traffic Engineering at 341-7888 fourty—eight hours prior to any excavation
in the right of waw

PARKING DIMENSIONS (TYPICAL)

N\F ARTHUR LEA
BK 2886 PG 715

] PARKING (CONC.): 256 SF
Elp CLASS—INDUSTRIAL ! TOTAL: 5,126 SF
— —g 15 Ti6 [
WESTERN BUFFER Tio TS TREE PROPOSED OFFSITE
oo = / PROTECTION . N\F CAMERON COMPANY DRIVE (CONC.): 778 SF
87'X20" BUFFER = 1,750 SQUARE FEET. S 820 / -~ BK 5895 PG 951 WALKS: 982 SF
87'/30'+2.9: 3 TREES REQUIRED, 3 PROVIDED 202 < TOTAL: 1,780 SF
10’ SHRUBS PROVIDED _ ©  ZONED IND~INDUSTRIAL DISTRICT TOTAL ALL:  9.343 SF
VACANT & UTILITY STATION e

N\F RODNEY
MINTZ
- BK 3055
PG 375 EXISTING
CHAINLINK
EX. TREE TABLE FNECE
1~19"PINE >l
2-15"PINE g’;?
3—14 PINE ZONED IND—INDUSTRIAL DISTRICT &
4-18 PINE CLASS—RESIDENTIAL - f oundat,
5—18"PINE W ontiemion
8-8"0AK ‘ig 0 s.f)
7—48"0AK N PM~ 12~ PROPOSE
8-19"PINE 5 BOLLARDS
8—24"PINE & | ' N
10-12"0AK Sk Y
11—19"PINE TREE ~ = [
12—12"HARDWOOD
LR PROTECTION
14-13"0AK
e SReETD
16—15"PINE AG~21
17-18"PINE QL~1 /
18-18"PINE EXISTING TREES: T7,T14,T22 AT | mmemeeey  EEL TR b TN e
19—12"PINE 12.5' STREET Y.
o1 PINE ARD BUFFER
21—13"HARDWOOD Eip
22--14"PINE TREE &
23~12"HARDWOOD PROTECTION ™~ | - TREE
) PROTECTION
Y l P me——
B < 1 -~
*@6
|
TREE -
PROTECTION _ - INLET
Y ¥ ~ o
100" Minimum Ciear Zone o PROPOSED
¢ SIDEWALK 20'%X70°
v«\‘\ 5.T. S
— W — W -y RYAN ROAD 2os’f<€o’
NOTES:

1. TREE PROTECTION/REMOVAL PERMIT IS REQUIRED. PERMIT MUST BE OBTAINED

BUFFER YARD REQUIRMENTS:
AND MEET CITY OF WILMINGTON REQUIRMENTS,
(FENCE & PLANTING COMBINATION TO BE DETERMINED BY OWNER & CITY ARBORIST)
LEGEND 2. NO TREES ARE PROPOSED TO BE REMOVED FROM THE SITE.
ELP. = EXISTING IRON PIPE
Ef = EXISTING IRON
E.CM. = EXISTING CONCRETE MONUMENT
R\W = RIGHT OF WAY THE BUFFER VEGETATION SHALL BE LOCATED BETWEEN
CP. = COMPUTED POINT

i

* DWARF EVERGREENS

& = EXISTNG TREES

NOTES
PROPERTY LINE T

BUILDING SETBACK

CENTERLINE FOR REFERENCE SEE AS NOTED

EASEMENT

S

Preliminary Plan

1. AREA COMPUTED BY COORDINATE METHOD
ALL DISTANCES ARE HORIZONTAL, NC GRID NORTH

SOLID ARTIFICIAL FENCING WITH TWO ROWS OF A COMBINATION OF TREES & SHRUBS PROVIDED

AT A MINIMUM HEIGHT OF THREE FEET AT INITIAL PLANITNG AND GIVE AT LEAST 50% MVISUAL OPACITY
OF THE FENCE AT PLANTING; OR IF PERMEABLE FENCING IS USED, TWO ROWS OF PLANTED MATERIALS
WHICH GIVE APPROXIMATELY 100% OPACITY OF THE FENCE WITHIN THREE YEARS OF PLANTING.

SURVEYED DECEMBER 2015, TOPOGRAPHIC INFORMATION ADDED APRIL 2017
ELEVATION BASED ON NAVD 1988 (HDS GPS)

\ INTERNATIONAL BUILDING CODE TYPE I, PER PLANS

OWNER: SALTWATER WOODWORKING, INC.
200 S. 4th STREET
CAROLINA BEACH, NC 28428
Email: saltwaterwoodworking@gmail.com

SITE ADDRESS: 119 BRYAN ROAD

NHC PIN: R0O6500-006-004-000

TOTAL TRACT AREA: (.45 ACRES

ZONING:  IND—INDUSTRIAL DISTRICT

PROPOSED USE: LIGHT INDUSTRIAL USE, NOT WOODWORKING
CAMA LAND USE: URBAN

FLOOD DATA: ZONE X, FIRM 3720/3115 J, EFFECTIVE 6/02/2006

NO OPEN SPACE CR RECREATIONAL AREAS PROMDED
SETBACKS:
FRONT 850 FEET

SIDE 20 FEET (WHEN ABUTTING RESIDENTIAL USE)
REAR O FEET

SCOLID WASTE DISPOSAL: ROLL-OUT TRASH CANS WILL BE KEPT
INSIDE THE OPEN AIR CENTER BUILDING.

PARKING REQUIREMENTS/CALCULATIONS: INDUSTRIAL
(square footage is based upon building area)

MAXIMUM 1 SPACE PER 1,000 sf = 5,987 sf/ 1,000 sf
MINIMUM 1 SPACE PER 1,500 sf = 5,987 sf/ 1,500 sf =
PROPOSED PARKING: 4 SPACES

EXISTING WATER: ~ 410 GPD

EXISTING SEWER: -~ O GPD

PROPOSED WATER: 820 GPD (PROPOSED 2 X 410)
PROPOSED SEWER: 480 GPD (PROPOSED 2 X 240)

BUILDING DETAILS:
g OF BUILDINGS: 2
U

SPACES

59 =6
9 = 4 SPACES

3.

OF STORIES: 1 ,
ILDING HEIGHT (proposed): 16
15T FLOOR: 3,960 SF

BUILDING SETBACKS (proposed):

FRONT SETBACK: 50.0

REAR SETBACK: 9.9'

WEST SIDE SETBACK: 26.3

EAST SIDE SETBACK: n/a; Existing Building on East side

( IMPERVIOUSE CALCULATIONS \

EXISTING IMPERVIOUS
BUILDING: 2,027 SF
CONCRETE: 430 SF
TOTAL: 2,457 SF

PROPOSED ONSITE
BUILDING: 3,960 SF

£0T AREA: 19,972 SF
\ {OT COVERAGE: 38% j

—
i

EASTERN BUFFER

BOARD OF ADJUSTMENT CASE NUMBER FOR

APPROVED BUFFER REQUIREMENT VARIANCE = BADV-3-1214,
BOARD APPROVED THE VARIANCE OF 10.8 FEET FROM THE
20 FOOT BUFFER REQUIREMENT.

10.8'X87 = 940 SQUARE FEET.

87'/30'+2.9: 3 TREES REQUIRED, 3 PROVIDED
\6 SHRUBS PROVIDED

N\F SAMUEL
SEVERT
8K 2316
PG 174

ZONED IND—INDUSTRIAL DISTRICT
CLASS—-RESIDENTIAL

EXISTING 10" SOLID
WOOD PRIVACY FENCE

12.5" STREET YARD BUFFER

SIDEWALK CAN BE CONCSTRUCTED CLOSER TO TREES IF

—__ FORMS ARE HAND DUG OR CONSTRUCTED IN A MANNER

THAT DOES NOT DAMAGE THE ROOTS,

10.0" Minimum Clear Zone

THE FENCE AND THE COMMON PROPERTY LINE.

20" 10 0 20’

SCALE IN FEET
7" = 20 FT.

For each open utility cut of
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance.

Approved Construction Plan

Name Date

Planning ‘ \f\}\!ﬂﬂ }Z)%\)g
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CITY OF

NORTH CAROLINA
Public Servicess Engineering Division

APPROVED DRAINAGE PLAN
Date: LL/2T/2019 ___ Permit #2013052

Signed: IMM for REC

/LOCATION MAP\

( PLANT SCHEDULE

SYMBOL CODE | QTY | COMMON NAME SIZE SPACING

REMARKS

% QL 7 QUERCUS LAURIFOLIA\LAUREL OAK 27~2.8" CAL,

CANGCPY TREE

AG 23 ABELIAX\GLOSSY ABELIA 15-18" HGT. | 48" O.C.

MED. SHRUB

PM 15 PODOCARPOUS\CHINESE PODOCARPUS 1"—18" HGT.

FOUNDATION SHRUB

% {3} WM 16 MYRICA CERIFERA\MAX MYRTLE 3" HGT. g' o.C.

MED. SHRUB

4952—468
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NOTE: NOTE:

THE CRITICAL ROOT ZONE (CRZ) OF A TREE CROWN OF THE YREE 1S NEEDED FOR LCaAF
IS WHERE THE MAJORITY OF A TREE'S ROOIS GROWTH TO PRODUCE OXYGEN, FILTER

LAY. 85% OF MOSY TREE ROOTS ARE FOUND THE AIR, REQUCE WIND AND SOFTEN NOISE,
IN THE TOP 24" OF THE SOIL AND SUPPLY PO NOT DISFIGURE CROWN WIHTH

THE MAJORITY OF NUTRIENTS AND WATER. INTENSIVE PRUNING.
GENERALLY, ROOTS SPREAD OUT 2-3x THE J { (,
HEIGHT OF THE TREE. C B

G AN
s
') ORANGE SAFETY FENCE
CRZ A OR ORANGE SILT FENCE
i’ {TYPICAL)
3 AT B TSR R e ¥
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NOTES:

1. PROTECT CRITICAL RCOT ZONE (CRZ) OF IRLES PRIOR TO CONSTRUCTION. CLEARLY
MARK THE TREES AND ERECT A PROTECTIVE BARRIER AT THE GRZ. BARRIER
SHALL BE MAINTAINED UNTIL CONSTRUCTION 1S COMPLETE.

2. CRZ RADIUS 1S 1 FT PER INCH OF TREF DIAMETER AT BREAST HEIGHT {DBH).

3. CONSTRUCTION OCCURS WITHIN THE CRZ, AT LEAST 12" OF MULCH AND/OR
LOGGING MATTS SHALL BE PLACED WHERE MACHINERY MANEUVERS TO REDUCE SO
COMPACTION N THIS ZONE,

4. WHERE SIDEWALKS AND PATHWAYS PASS WITHIN CRZ, EXTRA CARE SHALL BF TakEn
T0 AVOID DAMAGE TO THE ROOTS. ALTERNATE CONSTRUCTION METHODS, SUCH AS A
REINFORCED SIDEWALK, SHALL BE IMPLEMENTED AS NECESSARY.

5. FOR ALL TREES, CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE
OF THE TRUNK IS PROHIBITED. DO NOT COMPACT SOIL BENEATH TREES, NO
VEHICLE SHALL BE ALLOWED TO PARK UNDER TREES. NO MATERIALS OR
EQUIPMENT SHALL BE STORED BENEATH TREFS. DAMAGING THE SBARK wITH
LAWNMOWERS, CONSTRUCTION EQUIPMENT, OR ANYTHING CLSE 1S PROMIBITED.
CONTRACTOR SHALL REPAIR DAMAGE TO TREES.

6. FAILING TO INSTALL OR MAINTAIN PROTZCTION MFASURES SHALL RESULT IN A STOR
WORK CRDER AND FINE OF $500/DAY. DISTURBANCE OTHER THAN THAT ALLOWED
ON THE APPROVED PLAN WILL BREQUIRE OWNER TO POST A LETTER OF CREDIT FOR
3 YRS FOR TREE MITIGATION.

SIDE_VIEW

NOTES:

S n

FIELD CONDITIONS.

—— STEEL #0ST

- WARNING SIGN

_ORANGE, UV RESISTANT

HIGH — TENSILE STRENGTH

POLY BARRICADE FABRIC {TYPICAL)

8" Max.
VARIABLE AS DIRECTED BY THE

ENGINEER 1

TREE PROTECTION AREA

{ DO _NOT _ENTER

LOS ARBOLES

ZONA PROTECTORA PARA 2=z
PROHIBIDD ENTRAR

LIEICIEIL

il ORANGE, UV RESISTANT

Y HIGH — TENSILE STRENGTH

o iy oy ]

POLY BARRICADE FABRIC {TYPICAL)

FRONT _VIEW

40"

TREE PROTECTION AREA
DO NOT ENTER
ZONA PROTECTCRA PARA
L0S ARBOLES
PROHIEIDO ENTRAR

|t ——-

WARNING SIGN DETAIL

1. THE TREE PROTECTION FENCING SHALL NOT BE VIOLATED FOR THL ENTIRE
DURATION OF THE PROJECT WITHOUT APPROVAL FROM URBAN FORESTRY STAFE.

2. WARNING SIGNS TO BE MADE OF QURABLE, WEATHERPROOF MATERIAL. LETTERS TO
BE 3" HIGH, MINIMUM, CLEARLY LEGIBLE AND SPACED AS DETAILED.

3. SIGHS SHALL BE PLACED AT 50' MAXIMUM INTERVALS., PLACE A SIGN AT FACH
ENG OF LINEAR TREE PROTECTION AND 50' ON CENTER THEREAFTER. FOR TREE
PROTECTION AREAS LESS THAN 100" N PERIMETER. PROVIDE NO LESS
THAN TWO SIGNS RER PROTECTION AREA,

4, ATTACH SIGNS SECURELY TO FENCE POSTS AND FABRIC.
PROTECTION. FENCE AND SIGNS THROUCHOUT DURATION OF PROJECT.

. TREE PROTECTION FENCING AND SIGNAGE SHALL BE REMOVED AFTER CONSTRUCTION,

. ADDITIONAL SIGNS MAY BE REQUIRED BY CITY OF WILMINGTON, BASED ON ACTUAL

MAINTAIN TREE

PLASTIC OR
WIRE TIES
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